
Join us in making the world a better place. Today.

efficiency PACK  
eP M 050.100

Plug & Play  
waste heat recovery system for  
engines from 1,000 kW and upward

Increase efficiency 
Significant fuel savings and  
an improved EEDI

Reduce your carbon footprint 
less CO2 and other emissions  
(NOx , SOx , HC and PM)

HEAT TO PROFIT 
Higher Efficiency - Less Emissions



Your expert team for inquiries   Orcan Energy AG,  Rupert-Mayer-Str. 44,  81379 Munich 

marine@orcan-energy.com,  Tel.: +49 (0)89 72 44 997-0,  www.orcan-energy.com

ORCAN ENERGY – AT A GLANCE
Orcan Energy AG is a leading European CleanTech company 

offering efficient energy solutions based on Organic Rankine Cycle 

(ORC) technology for the conversion of waste heat into electricity. 

Orcan Energy AG was founded in 2008, employs 60 people and is 

headquartered in Munich, Germany.

200  
units sold 
woldwide

880,000  

hours of  
operation 6,100  

tons of  
carbon saved

PLUG & PLAY EFFICIENCY UPGRADE

SAVE COSTS

The efficiency PACK extracts waste heat from 

exhaust gases, hot water (e.g. from jacket 

cooling), steam or thermal oil and converts 

it into clean electricity. Each module can 

supply up to 100 kW of net power, reducing 

fuel consumption and thus making it pay for 

itself within 2 to 4 years.

PROVEN RELIABILITY

Orcan Energy`s systems have been sold to 

customers worldwide with a proven relia-

bility in almost 1 Mio. hours of operation. Its 

specific marine design and standardized 

components ensure a robust and reliable 

operation under all marine conditions.

FLEXIBLE & LOW MAINTENANCE

The efficiency PACKs operate entirely in-

dependently and automatically with little 

maintenance required. The module is easy to 

install and requires only 1.5 m² of floor space. 

Thanks to its excellent part load capacity 

and modular design, it adapts quickly to the 

heat source to maximize power output.

CASE STUDY
 1.5 MW engine + efficiency PACK eP M 050.100

 6,500 hrs of operation per year

 efficiency PACK power: 100 kW

 MGO Av. fuel consumption: 210 g/kWh

Annual savings
82,000 € per year at 600 €/tonne

110,000 € per year at 800 €/tonne
CO2 reduction per year: 438 tonne

2–4 15YEARS
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FACTS & FIGURES

Input power 560–1,100 kW thermal (per module)

Electrical output  Up to 100 kW electrical net / Up to 129 kW electrical gross

Working fluid Standard refrigerant  
 (non-inflammable, non-toxic, non-ozone-depleting)

Interfaces  Exhaust gas (max. 550 °C) 
  Saturated steam (120–180 °C) 
  Thermal oil (120–180 °C) 
  Warm water (e.g. from jacket cooling, 75–109 °C)

Electrical feed-in 400 V 3ph, PE 50 Hz / 480 V 3ph, PE 60 Hz 

Dimensions 1,109 mm x 1,409 mm x 2,017 mm (W x L x H)

Weight (dry) 2,930 kg (excluding exhaust gas heat exchanger)

HOW IT WORKS
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